RAV4 — OUTLINE OF NEW FEATURES

RAV4

OUTLINE OF NEW FEATURES

The following changes have been made for the 2011 model year.

1. Power Outlet Socket System

The inverter main switch has been discontinued.

2. Rear View Monitor System

The size of the inner rear view mirror display has been changed from 2.4 inches to 3.3 inches.
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2 RAV4 - MODEL CODE

MODEL CODE

ASA33L-ANPXKA

4 5 6 7 8

BASIC MODEL CODE GEAR SHIFT TYPE
CODE |DRIVETYPE| ENGINE 5 | P:4-speed Automatic, Floor
A: 5-speed Automatic, Floor
1 ASA33 4WD JARFE
ASA38 2WD
GSA33 4WD 2GR-FE GRADE
GSA38 2WD 6 X: — (Standard)
G: Limited
o | STEERING WHEEL POSITION S: Sport
L: Left-hand Drive
7 ENGINE SPECIFICATION
MODEL NAME K: DOHC and SFI
3 | A:RAV4 (Produced by TMC*1)
C: RAV4 (Produced by TMMC*2)
DESTINATION
4 ST 8| A:USA
N: 5-door Wagon K: Canada

*1; TMC: Toyota Motor Corporation
*2; TMMC: Toyota Motor Manufacturing Canada, Inc.



RAV4 — MODEL LINE-UP

MODEL LINE-UP

TRANSAXLE
) 4-speed Automati 5-speed Automati
DESTI ENGINE BODY GRADE Spee utomatic spee utomatic
NATION TYPE 2WD 4WD 2WD 4WD
U241E U140F U151E U151F
ASA3SL- ASA33L-
| A(CNPXKA | A(C)NPXKA o o
- ASA3SL- ASA33L-
2AR-FE Limited | \ (c)NPGKA | A(C)NPGKA — -
Soort ASA3SL- ASA33L-
POTt 1 A(C)NPSKA | A(C)NPSKA - -
USA.
GSA3SL- GSA33L-
o o o A(C)NAXKA | A(C)NAXKA
. GSA3SL- GSA33L-
2GR-FE Limited — — A(C)NAGKA | A(C)NAGKA
Soort GSA3SL- GSA33L-
por - - A(C)NASKA | A(C)NASKA
ASA33L-
o A(C)NPXKK T -
- ASA38L-
CNPXKK o o T
ASA33L-
_ o A(C)NPGKK T -
2ARFE | 29T | inited ©
Wagon ASA38L-
CNPGKK o o o
ASA33L-
o A(C)NPSKK T -
SPOTL 1 SABSL-
CNPSKK
Canada
GSA33L-
o o o A(C)NAXKK
o GSA38L-
o o CNAXKK T
GSA33L-
o o o A(C)NAGKK
2GR-FE Limited
GSA3SL-
o o CNAGKK -
GSA33L-
o o o A(C)NASKK
Sport
por GSA38L-

CNASKK
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RAV4 — MAJOR TECHNICAL SPECIFICATIONS

MAJOR TECHNICAL SPECIFICATIONS

Ttem Area USA.
Body Type 5-door Wagon
Vehicle Grade — (4WD) Limited (4WD) Sport (4WD) — (2WD)
Model Code ASA33L-A(C)NPXKA ASA33L-A(C)NPGKA ASA33L-A(C)NPSKA ASA38L-A(C)NPXKA
Length mm (in.) 4570 (180.0), 4575 (180.1)*3 4575 (180.1) 4580 (180.3), 4575 (180.1)*3 4570 (180.0), 4575 (180.1)*3
Overall Width mm (in.) 1815 (71.5) 1855 (73.0) 1855 (73.0) 1815 (71.5)
Height*! mm (in.) | 6})38(’6226)'2: i;‘g Eggz;ﬁ: s 1745 (68.7), 1755 (69.1)*5 1745 (68.7) . 63)?)8562?21 1;;‘2 EZ;Z;: 5
‘Wheel Base mm (in.) 2660 (104.7) 2660 (104.7) 2660 (104.7) 2660 (104.7)
Tread Front mm (in.) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4)
Rear ‘mm (in.) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4)
2 . Front mm (in.) 1037 (40.8) 1037 (40.8), 1002 (39.4)*0 1037 (40.8), 1002 (39.4)*6 1037 (40.8)
5, | Effective Head Room -
2 Rear mm (in.) 1009 (39.7) 1009 (39.7) 1009 (39.7) 1009 (39.7)
E . Front mm (in.) 1075 (42.3) 1075 (42.3) 1075 (42.3) 1075 (42.3)
2| Effective Leg Room -
= Rear mm (in.) 940 (37.0) 940 (37.0) 940 (37.0) 940 (37.0)
s Front ‘mm (in.) 1450 (57.1) 1450 (57.1) 1450 (57.1) 1450 (57.1)
< | Shoulder Room
g Rear mm (in.) 1405 (55.3) 1405 (55.3) 1405 (55.3) 1405 (55.3)
Z Front mm (in.) 855 (33.7) 855 (33.7) 855 (33.7) 855 (33.7)
5 | Overhang -
E Rear mm (in.) 1085 (42.7) 1085 (42.7) 1085 (42.7) 1085 (42.7)
% Min. Running Ground Clearance mm (in.) 190 (7.5) 190 (7.5) 190 (7.5) 190 (7.5)
£ | Angle of Approach degrees 29 29 29 29
Angle of Departure degrees 25 25 25 25
Front kg (Ib) 917 (2022) 925 (2039) 928 (2046) 892 (1967)
Curb Weight Rear kg (Ib) 668 (1473) 697 (1537) 691 (1523) 632 (1393)
Total kg (Ib) 1585 (3494) 1622 (3576) 1619 (3569) 1524 (3360)
Front kg (Ib) — — — —
Gross Vehicle Weight Rear kg (Ib) — — — —
Total (2nd/3rd) kg (Ib) 2055 (4535) /2205 (4865) 2055 (4535) /2205 (4865) 2055 (4535)/ — 2005 (4430) /2145 (4730)
Fuel Tank Capacity ¢ (US.gal., Imp.gal.) 60 (15.85, 13.20) 60 (15.85, 13.20) 60 (15.85, 13.20) 60 (15.85, 13.20)
Luggage Compartment Capacity m3 (cu.ft.) — — — —
Max. Speed km /h (mph) —_ —_ —_ —_
Max. Cruising Speed km /h (mph) — — — —
0 to 60 mph sec. — —_ — —
3 Acceleration 010400 m wec. — — — —
g 1st Gear km /h (mph) — — — —
‘% Max. Permissible 2nd Gear km/h (mph) — — — —
& | Speed 3rd Gear km /h (mph) — — — —
4th Gear km /h (mph) — — — —
Turning Diameter Wall to Wall m (ft.) 5.7 (18.7) 5.7 (18.7) 6.0 (19.7) 5.7(18.7)
(Outside Front) Curb to Curb m (ft.) 53(17.4) 53 (17.4) 5.6 (18.4) 53(17.4)
Engine Type 2AR-FE 2AR-FE 2AR-FE 2AR-FE
. 16-valve DOHC 16-valve DOHC 16-valve DOHC 16-valve DOHC
Valve Mechanism with Dual VVT-i with Dual VVT-i with Dual VVT-i with Dual VVT-i
Bore x Stroke mm (in.) 90.0 x 98.0 (3.54 x 3.86) 90.0 x 98.0 (3.54 x 3.86) 90.0 x 98.0 (3.54 x 3.86) 90.0 x 98.0 (3.54 x 3.86)
2 [ Displacement cm? (cu.in.) 2494 (152.2) 2494 (152.2) 2494 (152.2) 2494 (152.2)
L%n Compression Ratio 104:1 104:1 104:1 104:1
Fuel System SFI SFI SFI SFI
Octane Rating 87 or higher 87 or higher 87 or higher 87 or higher
Max. Output (SAE-NET) kW /rpm (HP /rpm 134/6000 (180 /6000) 134 /6000 (180/6000) 134 /6000 (180 /6000) 134 /6000 (180 /6000)
Max. Torque (SAE-NET) N-m /rpm (ft-Ib / rpm] 235/4100 (173 /4100) 235/4100 (173 /4100) 235/4100 (173 /4100) 235/4100 (173 /4100)
Battery Capacity (SHR) Voltage & Amp. hr. 12-55 12-55 12-55 12-55
£ = Generator Output Watts 1200 1200 1200 1200
5 @ | Starter Output kW 1.7 1.7 17 1.7
Clutch Type — — — —
Transmission Type U140F U140F U140F U241E
In First 3.938 3.938 3.938 3.943
In Second 2.194 2.194 2.194 2197
Gear Ratio In Third 1.411 1411 1411 1413
(Counter Gear Ratio In Fourth 1019 1019 1019 1.020
Included)
In Fifth — — — —
In Reverse 3.141 3.141 3.141 3.145
Differential Gear Ratio (Final) 3.080 3.080 3.080 2923
Transfer / Rear Differential Gear Ratio 0.439/2.277 0.439/2.277 0.439/2.277 —
. | Rear Differential Gear Size mm (in.) 135 (5.3) 135 (5.3) 135 (5.3) —
é ‘ Front Ventilated Disc Ventilated Disc Ventilated Disc Ventilated Disc
G | Brake Type — — — —
‘ Rear Solid Disc Solid Disc Solid Disc Solid Disc
Parking Brake Type Duo-servo Drum Duo-servo Drum Duo-servo Drum Duo-servo Drum
Brake Booster Type and Size in. Single, 10 Single, 10 Single, 10 Single, 10
Proportioning Valve Type — — — —_
. Front MacPherson Strut MacPherson Strut MacPherson Strut MacPherson Strut
Suspension Type - - - -
Rear Double-wishbone Double-wishbone Double-wishbone Double-wishbone
. Front Standard Standard Standard Standard
Stabilizer Bar
Rear Standard Standard Standard Standard
Steering Gear Type Rack and Pinion Rack and Pinion Rack and Pinion Rack and Pinion
Steering Gear Ratio (Overall) 14.4 14.4 14.6 14.4
Power Steering Type Electric Motor Electric Motor Electric Motor Electric Motor

*1; Unladen vehicle
*2; Models with run-flat tire

*3; Models with 225/65R17 tire

*4: Models with roof rail
*3: Models with rear No. 2 seat
*6; Models with sliding roof

*7: Option
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US.A.

5-door Wagon

Limited (2WD)

Sport (2WD)

— (4WD)

Limited (4WD)

Sport (4WD)

—(2wD)

ASA38L-A(C)NPGKA

ASA38L-A(C)NPSKA

GSA33L-A(C)NAXKA

GSA33L-A(C)NAGKA

GSA33L-A(C)NASKA

GSA38L-A(C)NAXKA

4575 (180.1)

4580 (180.3), 4575 (180.1)*3

4575 (180.1)

4575 (180.1)

4580 (180.3), 4575 (180.1)*3
4500 (177.2)*2

4575 (180.1)

1855 (73.0)

1855 (73.0)

1815 (71.5)

1855 (73.0)

1855 (73.0)

1815 (71.5)

1745 (68.7), 1755 (69.1)*3

1745 (68.7)

1685 (66.3), 1745 (68.7)**
1690 (66.5)*3, 1755 (69.1)*% 5

1745 (68.7), 1755 (69.1)*5

1745 (68.7)

1685 (66.3), 1745 (68.7)*4
1690 (66.5)*3, 1755 (69.1)*4 5

2660 (104.7)

2660 (104.7)

2660 (104.7)

2660 (104.7)

2660 (104.7)

2660 (104.7)

1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4)
1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4)
1037 (40.8), 1002 (39.4)*0 1037 (40.8), 1002 (39.4)*6 1037 (40.8) 1037 (40.8), 1002 (39.4)*6 1037 (40.8), 1002 (39.4)*6 1037 (40.8)
1009 (39.7) 1009 (39.7) 1009 (39.7) 1009 (39.7) 1009 (39.7) 1009 (39.7)
1075 (42.3) 1075 (42.3) 1075 (42.3) 1075 (42.3) 1075 (42.3) 1075 (42.3)
940 (37.0) 940 (37.0) 940 (37.0) 940 (37.0) 940 (37.0) 940 (37.0)
1450 (57.1) 1450 (57.1) 1450 (57.1) 1450 (57.1) 1450 (57.1) 1450 (57.1)
1405 (55.3) 1405 (55.3) 1405 (55.3) 1405 (55.3) 1405 (55.3) 1405 (55.3)
855 (33.7) 855 (33.7) 855 (33.7) 855 (33.7) 855 (33.7) 855 (33.7)
1085 (42.7) 1085 (42.7) 1085 (42.7) 1085 (42.7) 1085 (42.7) 1085 (42.7)
190 (7.5) 190 (7.5) 190 (7.5) 190 (7.5) 190 (7.5) 190 (7.5)
29 29 29 29 29 29
25 25 25 25 25 25
900 (1984) 903 (1991) 975 (2150) 975 (2150) 979 (2158) 950 (2094)
660 (1455) 655 (1444) 690 (1521) 703 (1550) 699 (1541) 651 (1435)
1560 (3439) 1558 (3435) 1665 (3671) 1678 (3699) 1678 (3699) 1601 (3530)

2005 (4430)/2145 (4730)

2005 (4430)/ —

2140 (4720) /2270 (5015)

2140 (4720) /2270 (5015)

2140 (4720)/ —

2085 (4600) / 2220 (4895)

60 (15.85, 13.20)

60 (15.85, 13.20)

60 (1.8, 13.20)

60 (1.8, 13.20)

60 (15.85, 13.20)

60 (15.85, 13.20)

5.7 (18.7) 6.0 (19.7) 6.0 (19.7) 6.0 (19.7) 6.0 (19.7) 6.0 (19.7)
53 (17.4) 5.6 (18.4) 5.6 (18.4) 5.6 (18.4) 5.6 (18.4) 5.6 (18.4)
2AR-FE 2AR-FE 2GR-FE 2GR-FE 2GR-FE 2GR-FE

16-valve DOHC
with Dual VVT-i

16-valve DOHC
with Dual VVT-i

24-valve, DOHC

24-valve, DOHC

24-valve, DOHC

24-valve, DOHC

90.0 x 98.0 (3.54 x 3.86)

90.0 X 98.0 (3.54 x 3.86)

94.0 X 83.0 (3.70 x 3.27)

94.0 X 83.0 (3.70 x 3.27)

94.0 X 83.0 (3.70 x 3.27)

94.0 X 83.0 (3.70 x 3.27)

2494 (152.2)

2494 (152.2)

3456 (210.9)

3456 (210.9)

3456 (210.9)

3456 (210.9)

104:1 10.4:1 10.8:1 10.8:1 10.8:1 10.8:1
SFI SFI SFI SFI SFI SFI
87 or higher 87 or higher 91 or higher 91 or higher 91 or higher 91 or higher
134/6000 (180/6000) 134 /6000 (180 /6000) 200/ 6200 (268 /6200) 200/ 6200 (268 / 6200) 200/ 6200 (268 /6200) 200/ 6200 (268 /6200)
235/4100 (173 /4100) 235/4100 (173 /4100) 336/4700 (248 / 4700) 336/4700 (248 / 4700) 336/4700 (248 / 4700) 336/4700 (248 / 4700)
12-55 12-55 12-55 12-55 12-55 12-55
1200 1200 1200, 1800*7 1200, 1800*7 1200, 1800*7 1200, 1800*7
1.7 1.7 1.7 1.7 1.7 1.7
U241E U241E U1S1F U1S1F U151F UIS1E
3.943 3.943 4.235 4.235 4.235 4.235
2197 2.197 2.360 2.360 2.360 2.360
1.413 1.413 1517 1517 1.517 1517
1.020 1.020 1.047 1.047 1.047 1.047
— — 0.756 0.756 0.756 0.756
3.145 3.145 3.378 3.378 3.378 3.378
2923 2.923 3.080 3.080 3.080 3.080
— — 0.439/2.277 0.439/2.277 0.439/2.277 —_
— — 135 (5.3) 135 (5.3) 135 (5.3) —
Ventilated Disc Ventilated Disc Ventilated Disc Ventilated Disc Ventilated Disc Ventilated Disc
Solid Disc Solid Disc Solid Disc Solid Disc Solid Disc Solid Disc

Duo-servo Drum

Duo-servo Drum

Duo-servo Drum

Duo-servo Drum

Duo-servo Drum

Duo-servo Drum

Single, 10

Single, 10

Single, 10

Single, 10

Single, 10

Single, 10

MacPherson Strut

MacPherson Strut

MacPherson Strut

MacPherson Strut

MacPherson Strut

MacPherson Strut

Double-wishbone

Double-wishbone

Double-wishbone

Double-wishbone

Double-wishbone

Double-wishbone

Standard Standard Standard Standard Standard Standard
Standard Standard Standard Standard Standard Standard
Rack and Pinion Rack and Pinion Rack and Pinion Rack and Pinion Rack and Pinion Rack and Pinion
14.4 14.6 14.4 14.4 14.6 14.4

Electric Motor

Electric Motor

Electric Motor

Electric Motor

Electric Motor

Electric Motor
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Ttem Area US.A.
Body Type 5-door Wagon
Vehicle Grade Limited (2WD) Sport (2WD) — (4WD) Limited (4WD)
Model Code GSA38L-A(C)NAGKA GSA38L-A(C)NASKA ASA33L-A(C)NPXKK ASA33L-A(C)NPGKK
Length mm (in.) 4575 (180.1) 4580 (180.3), 4575 (180.1)*3 4570 (180.0), 4575 (180.1)*3 4575 (180.1)
Overall Width mm (in.) 1855 (73.0) 1855 (73.0) 1815 (71.5) 1855 (73.0)
Height*! mm (in.) 1745 (68.7), 1755 (69.1)*3 1745 (68.7) 16};[’)85 (6,6'35)‘ 1745 (68‘7)13 5 1745 (68.7), 1755 (69.1)*5
(66.5)*, 1755 (69.1)*%
‘Wheel Base mm (in.) 2660 (104.7) 2660 (104.7) 2660 (104.7) 2660 (104.7)
Tread Front mm (in.) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4)
Rear ‘mm (in.) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4)
2 . Front mm (in.) 1037 (40.8), 1002 (39.4)*0 1037 (40.8), 1002 (39.4)*0 1037 (40.8) 1037 (40.8), 1002 (39.4)*6
5, | Effective Head Room -
2 Rear mm (in.) 1009 (39.7) 1009 (39.7) 1009 (39.7) 1009 (39.7)
E . Front mm (in.) 1075 (42.3) 1075 (42.3) 1075 (42.3) 1075 (42.3)
2| Effective Leg Room -
= Rear mm (in.) 940 (37.0) 940 (37.0) 940 (37.0) 940 (37.0)
s Front ‘mm (in.) 1450 (57.1) 1450 (57.1) 1450 (57.1) 1450 (57.1)
< | Shoulder Room -
g Rear mm (in.) 1405 (55.3) 1405 (55.3) 1405 (55.3) 1405 (55.3)
Z Front mm (in.) 855 (33.7) 855 (33.7) 855 (33.7) 855 (33.7)
5 | Overhang -
E Rear mm (in.) 1085 (42.7) 1085 (42.7) 1085 (42.7) 1085 (42.7)
% Min. Running Ground Clearance mm (in.) 190 (7.5) 190 (7.5) 190 (7.5) 190 (7.5)
£ | Angle of Approach degrees 29 29 29 29
Angle of Departure degrees 25 25 25 25
Front kg (Ib) 950 (2094) 954 (2103) 912 (2011) 923 (2035)
Curb Weight Rear kg (Ib) 665 (1466) 661 (1457) 667 (1470) 692 (1526)
Total kg (Ib) 1615 (3560) 1615 (3560) 1579 (3481) 1615 (3560)
Front kg (Ib) — — — —
Gross Vehicle Weight Rear kg (Ib) — — — —
Total (2nd/3rd) kg (Ib) 2085 (4600) /2220 (4895) 2085 (4600)/ — 2055 (4535) /2205 (4865) 2055 (4535) /2205 (4865)
Fuel Tank Capacity ¢ (US.gal., Imp.gal.) 60 (15.85, 13.20) 60 (15.85, 13.20) 60 (15.85, 13.20) 60 (15.85, 13.20)
Luggage Compartment Capacity m3 (cu.ft.) — — — —
Max. Speed km /h (mph) —_ —_ —_ —_
Max. Cruising Speed km /h (mph) — — — —
0 to 60 mph sec. — —_ — —
3 Acceleration 010400 m wec. — — — —
g 1st Gear km /h (mph) — — — —
‘% Max. Permissible 2nd Gear km/h (mph) — — — —
& | Speed 3rd Gear km /h (mph) — — — —
4th Gear km /h (mph) — — — —
Turning Diameter Wall to Wall m (ft.) 6.0 (19.7) 6.0 (19.7) 5.7.(18.7) 5.7 (18.7)
(Outside Front) Curb to Curb m (ft.) 5.6 (18.4) 5.6 (18.4) 5.3 (17.4) 53 (17.4)
Engine Type 2GR-FE 2GR-FE 2AR-FE 2AR-FE
. 16-valve DOHC 16-valve DOHC
Valve Mechanism 24-valve, DOHC 24-valve, DOHC with Dual VVT-i with Dual VVT-i
Bore x Stroke mm (in.) 94.0 x 83.0 (3.70 x 3.27) 94.0 x 83.0 (3.70 x 3.27) 90.0 x 98.0 (3.54 x 3.86) 90.0 x 98.0 (3.54 x 3.86)
2 [ Displacement cm? (cu.in.) 3456 (210.9) 3456 (210.9) 2494 (152.2) 2494 (152.2)
L%n Compression Ratio 108:1 108:1 104:1 104:1
Fuel System SFI SFI SFI SFI
Octane Rating 91 or higher 91 or higher 87 or higher 87 or higher
Max. Output (SAE-NET) kW /rpm (HP /rpm 200/ 6200 (268 / 6200) 200/ 6200 (268 / 6200) 134 /6000 (180 /6000) 134 /6000 (180/6000)
Max. Torque (SAE-NET) N-m /rpm (ft-Ib / rpm] 336/4700 (248 /4700) 336/4700 (248 /4700) 235/4100 (173 /4100) 235/4100 (173 /4100)
Battery Capacity (SHR) Voltage & Amp. hr. 12-55 12-55 12-55 12-55
:E)n Generator Output Watts 1200, 1800*7 1200, 1800*7 1200 1200
5 @ | Starter Output kW 1.7 1.7 17 1.7
Clutch Type — — — —
Transmission Type U1S1E U1S1E U140F U140F
In First 4.235 4.235 3.938 3.938
In Second 2.360 2.360 2.194 2.194
Gear Ratio . In Third 1.517 1.517 1411 1.411
gfc"lt‘"ifé)&m Ratio In Fourth 1.047 1047 1019 1019
In Fifth 0.576 0.576 — —
In Reverse 3.378 3.378 3.141 3.141
Differential Gear Ratio (Final) 3.080 3.080 3.080 3.080
Transfer / Rear Differential Gear Ratio — — 0.439/2.227 0.439/2.227
.z | Rear Differential Gear Size mm (in.) — —_ 135 (5.3) 135 (5.3)
é ‘ Front Ventilated Disc Ventilated Disc Ventilated Disc Ventilated Disc
G | Brake Type — — — —
‘ Rear Solid Disc Solid Disc Solid Disc Solid Disc
Parking Brake Type Duo-servo Drum Duo-servo Drum Duo-servo Drum Duo-servo Drum
Brake Booster Type and Size in. Single, 10 Single, 10 Single, 10 Single, 10
Proportioning Valve Type — — — —
. Front MacPherson Strut MacPherson Strut MacPherson Strut MacPherson Strut
Suspension Type - - - -
Rear Double-wishbone Double-wishbone Double-wishbone Double-wishbone
. Front Standard Standard Standard Standard
Stabilizer Bar
Rear Standard Standard Standard Standard
Steering Gear Type Rack and Pinion Rack and Pinion Rack and Pinion Rack and Pinion
Steering Gear Ratio (Overall) 14.4 14.6 14.4 14.4
Power Steering Type Electric Motor Electric Motor Electric Motor Electric Motor
*1; Unladen vehicle *4: Models with roof rail *7: Option

*5; Models with rear No. 2 seat
*6; Models with sliding roof

*2; Models with run-flat tire
*3; Models with 225 /65R17 tire
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5-door Wagon

Sport (4WD)

— (4WD)

Limited (4WD)

Sport (4WD)

— (2WD)

Limited (2WD)

ASA33L-A(C)NPSKK

GSA33L-A(C)NAXKK

GSA33L-A(C)NAGKK

GSA33L-A(C)NASKK

ASA38L-CNPXKK

ASA38L-CNPGKK

4580 (180.3)

4575 (180.1)

4575 (180.1)

4580 (180.3), 4500 (177.2)*2

4570 (180.0), 4575 (180.1)*3

4575 (180.1)

1855 (73.0) 1815 (71.5) 1855 (73.0) 1855 (73.0) 1815 (71.5) 1855 (73.0)
1685 (66.3), 1745 (68.7)*+ < s 1685 (66.3), 1745 (68.7)*4
1745 (68.7) (66.3) (8.7 1745 (68.7), 1755 (69.1)*> 1745 (68.7) 1690 (6;5)*2 1755 569‘1;*4,5 1745 (68.7), 1755 (69.1)*5

1690 (66.5)*3, 1755 (69.1)*4 5

2660 (104.7)

2660 (104.7)

2660 (104.7)

2660 (104.7)

2660 (104.7)

2660 (104.7)

1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4)
1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4)
1037 (40.8), 1002 (39.4)*0 1037 (40.8) 1037 (40.8), 1002 (39.4)*6 1037 (40.8), 1002 (39.4)*6 1037 (40.8) 1037 (40.8), 1002 (39.4)*6
1009 (39.7) 1009 (39.7) 1009 (39.7) 1009 (39.7) 1009 (39.7) 1009 (39.7)
1075 (42.3) 1075 (42.3) 1075 (42.3) 1075 (42.3) 1075 (42.3) 1075 (42.3)
940 (37.0) 940 (37.0) 940 (37.0) 940 (37.0) 940 (37.0) 940 (37.0)
1450 (57.1) 1450 (57.1) 1450 (57.1) 1450 (57.1) 1450 (57.1) 1450 (57.1)
1405 (55.3) 1405 (55.3) 1405 (55.3) 1405 (55.3) 1405 (55.3) 1405 (55.3)
855 (33.7) 855 (33.7) 855 (33.7) 855 (33.7) 855 (33.7) 855 (33.7)
1085 (42.7) 1085 (42.7) 1085 (42.7) 1085 (42.7) 1085 (42.7) 1085 (42.7)
190 (7.5) 190 (7.5) 190 (7.5) 190 (7.5) 190 (7.5) 190 (7.5)
29 29 29 29 29 29
25 25 25 25 25 25
923 (2035) 971 (2141) 973 (2145) 975 (2150) 892 (1967) 900 (1984)
690 (1521) 687 (1515) 699 (1541) 697 (1537) 632 (1393) 660 (1455)

1613 (3556)

1658 (3655)

1672 (3686)

1672 (3686)

1524 (3360)

1560 (3439)

2055 (4535)/ —

2140 (4720) /2270 (5015)

2140 (4720) /2270 (5015)

2140 (4720)/ —

2005 (4430) /2145 (4730)

2005 (4430) /2145 (4730)

60 (15.85, 13.20)

60 (15.85, 13.20)

60 (1.8, 13.20)

60 (1.8, 13.20)

60 (15.85, 13.20)

60 (15.85, 13.20)

6.0 (19.7) 6.0 (19.7) 6.0 (19.7) 6.0 (19.7) 5.7 (18.7) 5.7 (18.7)
5.6 (18.4) 5.6 (18.4) 5.6 (18.4) 5.6 (18.4) 53 (17.4) 53 (17.4)
2AR-FE 2GR-FE 2GR-FE 2GR-FE 2AR-FE 2AR-FE

16-valve DOHC
with Dual VVT-i

24-valve, DOHC

24-valve, DOHC

24-valve, DOHC

16-valve DOHC
with Dual VVT-i

16-valve DOHC
with Dual VVT-i

90.0 x 98.0 (3.54 x 3.86)

94.0 X 83.0 (3.70 x 3.27)

94.0 X 83.0 (3.70 x 3.27)

94.0 X 83.0 (3.70 x 3.27)

90.0 X 98.0 (3.54 x 3.86)

90.0 X 98.0 (3.54 x 3.86)

2494 (152.2)

3456 (210.9)

3456 (210.9)

3456 (210.9)

2494 (152.2)

2494 (152.2)

104:1 10.8:1 10.8:1 10.8:1 104:1 10.4:1
SFI SFI SFI SFI SFI SFI
87 or higher 91 or higher 91 or higher 91 or higher 87 or higher 87 or higher
134/6000 (180/6000) 200/ 6200 (268 / 6200) 200/ 6200 (268 / 6200) 200/ 6200 (268 / 6200) 134/6000 (180/6000) 134/6000 (180/6000)
235/4100 (173/4100) 336/4700 (248 / 4700) 336/4700 (248 / 4700) 336/4700 (248 / 4700) 235/4100 (173 /4100) 235/4100 (173 /4100)
12-55 12-55 12-55 12-55 12-55 12-55
1200 1200, 1800%7 1200, 1800%7 1200, 1800%7 1200 1200
1.7 1.7 1.7 1.7 1.7 1.7
U140F UIS1F U1S1F U1S1F U241E U241E
3.938 4.235 4.235 4.235 3.943 3.943
2.194 2.360 2.360 2.360 2.197 2.197
1411 1517 1.517 1.517 1.413 1.413
1.019 1.047 1.047 1.047 1.020 1.020
— 0.576 0.576 0.576 — —
3.141 3.378 3.378 3.378 3.145 3.145
3.080 3.080 3.080 3.080 2.923 2.923
0.439/2.227 0.439/2.227 0.439/2.227 0.439/2.227 — —
135 (5.3) 135 (5.3) 135 (5.3) 135 (5.3) — —
Ventilated Disc Ventilated Disc Ventilated Disc Ventilated Disc Ventilated Disc Ventilated Disc
Solid Disc Solid Disc Solid Disc Solid Disc Solid Disc Solid Disc

Duo-servo Drum

Duo-servo Drum

Duo-servo Drum

Duo-servo Drum

Duo-servo Drum

Duo-servo Drum

Single, 10

Single, 10

Single, 10

Single, 10

Single, 10

Single, 10

MacPherson Strut

MacPherson Strut

MacPherson Strut

MacPherson Strut

MacPherson Strut

MacPherson Strut

Double-wishbone

Double-wishbone

Double-wishbone

Double-wishbone

Double-wishbone

Double-wishbone

Standard Standard Standard Standard Standard Standard
Standard Standard Standard Standard Standard Standard
Rack and Pinion Rack and Pinion Rack and Pinion Rack and Pinion Rack and Pinion Rack and Pinion
14.6 14.4 14.4 14.6 14.4 14.4

Electric Motor

Electric Motor

Electric Motor

Electric Motor

Electric Motor

Electric Motor




RAV4 — MAJOR TECHNICAL SPECIFICATIONS

Ttem Area
Body Type 5-door Wagon
Vehicle Grade Sport (2WD) — (2WD) Limited (2WD) Sport (2WD)
Model Code ASA38L-CNPSKK GSA38L-CNAXKK GSA38L-CNAGKK GSA38L-CNASKK
Length mm (in.) 4580 (180.3) 4575 (180.1) 4575 (180.1) 4580 (180.3)
Overall Width mm (in.) 1855 (73.0) 1815 (71.5) 1855 (73.0) 1855 (73.0)
. . 1685 (66.3), 1745 (68.7)*2 <
1 3
Height* mm (in.) 1745 (68.7) 1690 (66.5)3, 1755 (69.1)*%: 3 1745 (68.7), 1755 (69.1) 1745 (68.7)
‘Wheel Base mm (in.) 2660 (104.7) 2660 (104.7) 2660 (104.7) 2660 (104.7)
Tread Front mm (in.) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4)
rea
Rear ‘mm (in.) 1560 (61.4) 1560 (61.4) 1560 (61.4) 1560 (61.4)
2 . Front mm (in.) 1037 (40.8), 1002 (39.4)*4 1037 (40.8) 1037 (40.8), 1002 (39.4)** 1037 (40.8), 1002 (39.4)**
5, | Effective Head Room -
2 Rear mm (in.) 1009 (39.7) 1009 (39.7) 1009 (39.7) 1009 (39.7)
E . Front mm (in.) 1075 (42.3) 1075 (42.3) 1075 (42.3) 1075 (42.3)
2| Effective Leg Room -
% Rear mm (in.) 940 (37.0) 940 (37.0) 940 (37.0) 940 (37.0)
> Front ‘mm (in.) 1450 (57.1) 1450 (57.1) 1450 (57.1) 1450 (57.1)
< | Shoulder Room - — — — —
g Rear mm (in.) 1405 (55.3) 1405 (55.3) 1405 (55.3) 1405 (55.3)
Z Front mm (in.) 855 (33.7) 855 (33.7) 855 (33.7) 855 (33.7)
5 | Overhang -
E Rear mm (in.) 1085 (42.7) 1085 (42.7) 1085 (42.7) 1085 (42.7)
% Min. Running Ground Clearance mm (in.) 190 (7.5) 190 (7.5) 190 (7.5) 190 (7.5)
£ | Angle of Approach degrees 29 29 29 29
Angle of Departure degrees 25 25 25 25
Front kg (Ib) 903 (1991) 950 (2094) 950 (2094) 954 (2103)
Curb Weight Rear kg (Ib) 655 (1444) 651 (1435) 665 (1466) 661 (1457)
Total kg (Ib) 1558 (3435) 1601 (3530) 1615 (3560) 1615 (3560)
Front kg (Ib) — — — —
Gross Vehicle Weight Rear kg (Ib) — — — —
Total (2nd/3rd) kg (Ib) 2005 (4430)/ — 2085 (4600) / 2220 (4895) 2085 (4600) / 2220 (4895) 2085 (4600)/ —

Fuel Tank Capacity

£ (US.gal., Imp.gal.)

60 (15.85, 13.20)

60 (15.85, 13.20)

60 (15.85, 13.20)

60 (15.85, 13.20)

Luggage Compartment Capacity m3 (cu.ft.) — — — —
Max. Speed km /h (mph) —_ —_ —_ —_
Max. Cruising Speed km /h (mph) — — — —
0 to 60 mph sec. — —_ — —
3 Acceleration 010400 m wec. — — — —
g 1st Gear km /h (mph) — — — —
‘% Max. Permissible 2nd Gear km/h (mph) — — — —
& | Speed 3rd Gear km /h (mph) — — — —
4th Gear km /h (mph) — — — —
Turning Diameter Wall to Wall m (ft.) 6.0 (19.7) 6.0 (19.7) 6.0 (19.7) 6.0 (19.7)
(Outside Front) Curb to Curb m (ft.) 5.6 (18.4) 5.6 (18.4) 5.6 (18.4) 5.6 (18.4)
Engine Type 2AR-FE 2GR-FE 2GR-FE 2GR-FE
. 16-valve DOHC
Valve Mechanism with Dual VVT-i 24-valve, DOHC 24-valve, DOHC 24-valve, DOHC
Bore x Stroke mm (in.) 90.0 x 98.0 (3.54 x 3.86) 94.0 x 83.0 (3.70 x 3.27) 94.0 x 83.0 (3.70 x 3.27) 94.0 x 83.0 (3.70 x 3.27)
2 | Displacement cm? (cu.in.) 2494 (152.2) 3456 (210.9) 3456 (210.9) 3456 (210.9)
L%n Compression Ratio 104:1 10.8:1 108:1 10.8:1
Fuel System SFI SFI SFI SFI
Octane Rating 87 or higher 91 or higher 91 or higher 91 or higher
Max. Output (SAE-NET) kW /rpm (HP / rpm 134/6000 (180/6000) 200/ 6200 (268 / 6200) 200/ 6200 (268 / 6200) 200/ 6200 (268 / 6200)
Max. Torque (SAE-NET) N-m /rpm (ft-Ib / rpm] 235/4100 (173 /4100) 336/4700 (248 /4700) 336/4700 (248 /4700) 336/4700 (248 /4700)
Battery Capacity (SHR) Voltage & Amp. hr. 12-55 12-55 12-55 12-55
:E)n Generator Output Watts 1200 1200, 1800*5 1200, 18005 1200, 1800*5
5 @ | Starter Output kW 1.7 1.7 17 1.7
Clutch Type — —_ —_ —_
Transmission Type U241E UIS1E U151E U151E
In First 3.943 4.235 4.235 4.235
In Second 2.197 2.360 2.360 2.360
Gear Ratio . In Third 1413 1517 1.517 1517
gfc"lt‘"ifé)&m Ratio In Fourth 1.020 1.047 1.047 1047
In Fifth — 0.756 0.576 0.576
In Reverse 3.145 3.378 3.378 3.378
Differential Gear Ratio (Final) 2.923 3.080 3.080 3.080
Transfer / Rear Differential Gear Ratio — — — —
.z | Rear Differential Gear Size mm (in.) — — — —
é ‘ Front Ventilated Disc Ventilated Disc Ventilated Disc Ventilated Disc
S | Brake Type — — P— I
‘ Rear Solid Disc Solid Disc Solid Disc Solid Disc
Parking Brake Type Duo-servo Drum Duo-servo Drum Duo-servo Drum Duo-servo Drum
Brake Booster Type and Size in. Single, 10 Single, 10 Single, 10 Single, 10
Proportioning Valve Type — — —_ —_
. Front MacPherson Strut MacPherson Strut MacPherson Strut MacPherson Strut
Suspension Type - - - -
Rear Double-wishbone Double-wishbone Double-wishbone Double-wishbone
Stabilizer Bar Front Standard Standard Standard Standard
Rear Standard Standard Standard Standard
Steering Gear Type Rack and Pinion Rack and Pinion Rack and Pinion Rack and Pinion
Steering Gear Ratio (Overall) 14.6 14.4 14.4 14.6

Power Steering Type

Electric Motor

Electric Motor

Electric Motor

Electric Motor

*1; Unladen vehicle

*2; Models with roof rail *5; Option

*3; Models with rear No. 2 seat

*4: Models with sliding roof
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